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METHOD AND SYSTEM FOR MONITORING 
THE USE OF RENTED SOFTWARE 

FIELD OF INVENTION 

The present invention relates generally to a method and 
system for monitoring the use of a software program 
module, and particularly, relates to a method and system for 
monitoring the use of a rented software program module. 

BACKGROUND OF THE INVENTION 

Since the dawning of the computer age, users of comput- 
ers have quickly come to rely on a variety of software 
program modules to assist them in their daily work or play. 
Typically, a computer user purchases software program 
modules for use on his or her home or office computer. 
Familiar software program modules include word process- 
ing applications, data spreadsheet applications and computer 
games. Unfortunately, software program modules can be 
very expensive, and the prospective user may only desire use 
of a particular program module for a brief period of time. For 
example, a business may require the use of a tax application 
only during its year-end tax return preparation. Likewise, a 
person may desire to be entertained by a particular computer 
game only for a few hours. 

To solve these needs, a variety of computer software 
program modules may be rented for specified periods of 
time from a variety of sources, such as local consumer 
electronics retailers, computer program retailers, or from 
television video and computer games vendors. However, a 
problem with the rental of software program modules arises 
because typically the renter/user has physical control of the 
program module on some media such as a floppy disk. 
Unfortunately, the renter/user often copies the program lo 
module onto a personal floppy disk or onto the hard drive of 
his or her computer. Thus, the renter/user can thwart the 
program module owner's copyrights and the license agree- 
ments between the program module owner and the rental 
service provider. 

Additionally, the rental service provider has very little 
control over the amount of use that is made of a particular 
program module because it is impractical to rent program 
modules for small periods and because the rental service 
provider has no way of monitoring use of the program 
module. Moreover, attempts to pre-program a set period of 
use, such as four hours, may be easily thwarted by resetting 
the system clock of the user's computer. 

In the prior art, non-software pay-per-use systems are 
available in such areas as the familiar television pay-per-use 
example. Pay-per-use television is mostly restricted to one- 
time viewing, such as a single movie or sports event. Some 
pay-per-use systems include standard hourly rates, daily 
rates, or weekend, rates. Unfortunately, as with the rental of 
software program modules, little has been done to prevent 
the renter of such pay-per-use programs from illegally 
copying the programs for subsequent unpaid and unlicensed 
use. 

Therefore, there is a need in the art for a software program 
module rental method and system that allow the rental 
service provider to monitor the use of rented software 
program modules. 

There is also a need in the art for a software program 
module rental method and system that allow the rental 
service provider to rent a particular software program mod- 
ule for a set period and to prevent the renter/user of that 
program module from unauthorized extension of the rental 
period. 

There is also a need in the art for a software program 
module rental method and system that allow the rental 
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service provider to rent a particular software program mod- 
ule and prevent unauthorized copying of that software 
program module by the renter/user. 

There is a further need in the art for a software program 
5 module rental method and system that allow software appli- 
cations to be rented on a pay-per-use basis from a remote 
rental service provider while allowing the rental service 
provider to monitor use of the rented software application. 

10 SUMMARY OF THE INVENTION 

The present invention satisfies the above described needs 
by providing a method and system for monitoring the use of 
a rented software program module. A desired software 
program module is registered with a central registration site 

15 called a Software Registry. The software program module is 
downloaded along with a Check-in/Check-out module and a 
Software Monitor module. All three software modules may 
be downloaded from a remote server operated by an autho- 
rized vendor of the software program module via the Inter- 

20 net. The Check-in/Check-out module provides required 
licensing information for the rented software program mod- 
ule to the Software Monitor module. The Software Monitor 
module monitors use of the rented software program module 
while it is in use by the user. The desired software program 

^ module may be rented on a pay-per-use basis. 

Generally described, in one aspect, the present invention 
provides a method for monitoring the use of a computer 
program. The method includes verifying the user's license to 
use the computer program during a licensed time of use. An 
authorization message is issued to the computer program 

30 which allows the computer program to be used by the user. 
The use of the computer program is tracked during the 
licensed use. Use of the computer program may be termi- 
nated after the elapse of the licensed use. The step of 
tracking the use of the computer program during the licensed 

35 time of use may include preventing unauthorized copying of 
the computer program. 

Hie step of verifying the license to use the computer 
program can be accomplished by causing the computer 
program to call a Software Monitor module for monitoring 

40 the computer program and detennining whether the Soft- 
ware Monitor module is active. If the computer program 
determines the Software Monitor module is active, the 
computer program sends identification information about 
the computer program to the Software Monitor module. In 

45 response to receipt of the identification information about 
the computer program, the Software Monitor module deter- 
mines whether the computer program is licensed for use. If 
the computer program determines the Software Monitor 
module is not active, the computer program issues an error 

5Q message to indicate an error state. 

The step in which the Software Monitor module deter- 
mines whether the computer program is licensed for use may 
include causing the Software Monitor module to compare 
the identification information about the computer program 

55 sent by the computer program with identification informa- 
tion about the computer program maintained by the Soft- 
ware Monitor module. In response to the comparison, the 
Software Monitor module may determine whether the infor- 
mation about the computer program sent by the computer 
program matches the identification information about the 

60 computer program maintained by the Software Monitor 
module. 

The step of tracking the use of the computer program 
during the licensed use can include the Software Monitor 
module starting a timer to record the time of use of the 
65 computer program. The computer program may query the 
Software Monitor module as to whether a licensed time of 
use has expired. In response to the query, the Software 
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Monitor module can determine whether the licensed time of 
use has expired. The Software Monitor module may deter- 
mine whether the licensed time of use has expired by reading 
the elapsed time of use recorded by the timer and comparing 
the elapsed time of use with the licensed time of use. 5 

Alternatively, the step of tracking the use of the computer 
program during the licensed use can include the Software 
Monitor module starting a counter to record the total number 
of uses of the computer program; querying the Software 
Monitor module as to whether the licensed number of uses 
has been expended; and in response to the query, causing the 
Software Monitor module to determine whether the licensed 
number of uses has been expended. The step of causing said 
Software Monitor module to determine whether the licensed 
number of uses has been expended, comprises the steps of J5 
reading the total number of uses recorded by the counter; 
and comparing the total number of uses with the licensed 
number of uses. The method may also prevent unauthorized 
copying of said computer program. 

In another aspect of the present invention, a Check-in/ 20 
Check-out (CICO) module, a computer program, and a 
Software Monitor module are launched onto a user's com- 
puter. The computer program is launched after the CICO 
module is launched. The CICO module provides licensing 
information for the computer program to the Software 25 
Monitor module. In response to the licensing information 
provided by the CICO module, the Software Monitor mod- 
ule authorizes use of the computer program. Preferably, the 
Software Monitor module stores the licensing information 
and deletes the CICO module after the Software Monitor 30 
module receives the licensing information from the CICO 
module. 

Preferably the Software Monitor module also secures the 
CICO module from unauthorized use. The step of securing 
the CICO module from unauthorized use may include cans- 35 
ing the Software Monitor module to generate a unique 
identification for the CICO module. The Software Monitor 
encodes the CICO module with the unique identification. 
The Software Monitor module stores the unique CICO 
module identification. After a first use of the CICO module, 40 
the Software Monitor module may prevent subsequent use 
of the CICO module by causing the Software Monitor to 
check whether the unique identification for the CICO mod- 
ule previously has been used. 

Prior to the step of causing the Software Monitor mod ule 45 
to generate a unique identification for the CICO module, th e 
CICO module preferably sends an identification for^th e 
computer program to the Software Monitor module. Th e 
Software Monitor modul e may store the identification for 
t he computer program in a databa se maintained"by die 50 
Softwa re Monitor module. The Software Monitor modul e 
a lso may request a C1CU module identifi cation (CID) from 
the CICO module. In response to the request, the CICO 
module sends a C ID to the Software Monitor module? I n 
r esponse to receipt ol the OU, the Software Monitor m odule 55 
may pcrtorm a database lookup tor a| >reylguslvstor ^ 
matching the CID received trom the ClUOmoQuIe. It the 
Software Monitor module finds a previously stored CID 
niatchiru^Jhe Cip re^vccTi m aOR^tjicp module, the 
Software Monitor module may send an invalid messag e to 60 
the CICO module. ~~ 

In another aspect of the present invention, a computer- 
readable medium is provided. A Software Monitor module 
for monitoring the use of a computer program is stored on 
the computer-readable medium. The Software Monitor mod- 65 
ule has instructions which, when executed by a computer, 
perform a number of steps. The Software Monitor module 
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receives identification information for the computer pro- 
gram from a Check-in/Check-out (CICO) module. The Soft- 
ware Monitor module verifies the CICO module has not 
been previously used and receives licensing information 
from the CICO module for the computer program. The 
Software Monitor module verifies the license to use the 
computer program and issues an authorization message to 
the computer program. The Software Monitor module tracks 
the use of the computer program during the licensed use. 

The step of tracking the use of the computer program 
during the licensed time of use may include preventing 
unauthorized copying of the computer program. That step 
may also include preventing use of the computer program 
after the expiration of the licensed time of use. Alternatively, 
that step may also include preventing use of the computer 
program after a licensed number of uses has been expended. 

In another aspect of the present invention, a system for 
monitoring the use of a computer program is provided which 
includes a Software Monitor module and a Check-in/Check 
out module. The CICO module is operative to transfer 
identification information for the computer program to the 
Software Monitor module and to transfer licensing informa- 
tion for the computer program to the Software Monitor 
module. The Software Monitor module is operative t o 
receiv e the identification information from the CIC O 
module, to receive the licensing information fro m the CIC O 
module, to verily license to use tne computer pro"gram 
during a licensed lime 01 use, to issue an authorizatio n 
message to the computer program, and to track the use of the 
computer program during the licensed tim e of use TThe 
S oflWUie Muuilm module may be further operalive k Tdeter- 
mine whether the CICO module previously has been used, 
and to delete the CICO module after receiving the licensing 
information from the CICO module. The Software Monitor 
module may be further operative to prevent the computer 
program from running longer than the licensed time of use, 
and to prevent unauthorized copying of the computer pro- 
gram. 

Inanother aspect of the present invention, a method for 
monitoring ihe u se of a computer program rented via th e 
I nternet is provided. A computer program is registered on a 
S oftware Registry, and the Softw are Registry n3ay_bej pcate d 
on a r emote server. The computer pxogram is downloade d 
f rom a remote server to a local computing device via the 
I nternet. A Check-in/Check-out (CICO) module and a S oft- 
w are Monitor module are also downloaded from the rem ote 
server to the local computing device via the Internet Iden- 
ti fication information to r the computer program is received 
by the soriware M onitor module from the ClClj~mo 'dule . 
T he Software Monitor module vermes ma t the UlCO m od- 
ule has not been previously use d Licensing information is 
re ceived by the Software Monitor module" from t he CICO 
module for the computer program and the license t o_use_i ne 
c omputer program„during_aiicensed time ol use is*verified . 
An authorization message is issued by the Software Monitor 
module to the computer program. The Software Monitor 
module tracks use of the computer program during the 
licensed time of use. 

These and other features, advantages, and aspects of the 
present invention will be more clearly understood and 
appreciated from a review of the following detailed descrip- 
tion of the disclosed embodiments and by reference to the 
appended drawings and claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a computer that provides a 
portion of the operating environment for an exemplary 
embodiment of the present invention. 
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FIG. 2 is a functional block diagram of the Internet 
representing a portion of the operating environment of an 
exemplary embodiment of the present invention. 

FIG. 3 is a simplified block diagram illustrating the 
downloading of software program modules from a remote 
server to a user's computer via the Internet. 

FIG. 4 is a simplified block diagram illustrating the 
interaction between three separate software program mod- 
ules embodying an exemplary embodiment of the present 
invention. 

FIGS. 5(a) and 5(b) are flow diagrams illustrating the 
operation of an exemplary embodiment of the present inven- 
tion. 

DETAILED DESCRIPTION 

The present invention is directed to a method and system 
for monitoring the use of a rented software program module 
by a rental service provider of that software program mod- 
ule. As will be understood, the present invention may be 
used for monitoring a variety of program modules, such as 
application programs, operating system modules, Internet 
browsers, etc. In an exemplary embodiment of the present 
invention, an application program, such as '"WORD," ver- 
sion 8.0, produced by Microsoft Corporation of Redmond, 
Wash., may be rented by an end user for use during some 
specified period of time. The present invention allows a 
rental service provider to track the use of the rented software 
program module to prevent unauthorized extension of a 
licensed period of use and to prevent unauthorized copying 
of the rented software program module. 

The detailed description which follows is represented 
largely in terms of processes and symbolic representations 
of operations by conventional computer components, 
including a processor, memory storage devices for the 
processor, connected display devices, and input devices. 
Furthermore, these processes and operations may utilize 
conventional computer components in a heterogeneous dis- 
tributed computing environment, including remote file 
servers, computer servers, and memory storage devices. 
Each of these conventional distributed computing compo- 
nents is accessible by the processor via a communication 
network. 

ITie processes and operations performed by the computer 
include the manipulation of signals by a processor or remote 
server and the maintenance of these signals within data 
structures resident in one or more of the local or remote 
memory storage devices. Such data structures impose a 
physical organization upon the collection of data stored 
within a memory storage device and represent specific 
electrical or magnetic elements. These symbolic represen- 
tations are the means used by those skilled in the art of 
computer programming and computer construction to most 
effectively convey teachings and discoveries to others 
skilled in the art. 

For the purposes of this discussion, a process is generally 
conceived to be a sequence of computer-executed steps 
leading to a desired result. These steps generally require 
physical manipulations of physical quantities. Usually, 
though not necessarily, these quantities take the form of 
electrical, magnetic, or optical signals capable of being 
stored, transferred, combined, compared, or otherwise 
manipulated. It is conventional for those skilled in the art to 
refer to these signals as bits, bytes, words, values, elements, 
symbols, characters, terms, numbers, points, records, 
objects, images, files or the like. It should be kept in mind, 
however, that these and similar terms should be associated 
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with appropriate physical quantities for computer 
operations, and that these terms are merely conventional 
labels applied to physical quantities that exist within and 
during operation of the computer. 

5 It should also be understood that manipulations within the 
computer are often referred to in terms such as adding, 
calling, comparing, receiving, sending, transferring, 
transmitting, etc. which are often associated with manual 
operations performed by a human operator. The operations 

10 described herein are machine operations performed in con- 
junction with various input provided by a human operator or 
user that interacts with the computer. 

Referring now to the drawings, in which like numerals 
represent like elements throughout the several figures, 

15 aspects of the present invention and the preferred to oper- 
ating environment will be described. 

Exemplary Operating Environment 

FIG. 1 and the following discussion are intended to 

20 provide a brief, general description of a suitable computing 
environment in which the invention may be implemented. 
While the invention will be described in the general context 
of an program module that runs on an operating system in 
conjunction with a personal computer, those skilled in the art 

25 will recognize that the invention also may be implemented 
in combination with other program modules. 

Generally, program modules include routines, programs, 
components, data structures, etc. that perform particular 
tasks or implement particular abstract data types. Moreover, 

30 those skilled in the art will appreciate that the invention may 
be practiced with other computer system configurations, 
including hand-held devices, multiprocessor systems, 
microprocessor-based or programmable consumer 
electronics, minicomputers, mainframe computers, and the 

35 like. The invention may also be practiced in distributed 
computing environments where tasks are performed by 
remote processing devices that are linked through a com- 
munications network. In a distributed computing 
environment, program modules may be located in both local 

40 and remote memory storage devices. 

With reference to FIG. 1, an exemplary system for imple- 
menting the invention includes a conventional personal 
computer 20, including a processing unit 21, a system 
memory 22, and a system bus 23 that couples the system 

45 memory to the processing unit 21. The system memory 22 
includes read only memory (ROM) 24 and random access 
memory (RAM) 25. A basic input/output system 26 (BIOS), 
containing the basic routines that help to transfer informa- 
tion between elements within the personal computer 20, 

50 such as during start-up, is stored in ROM 24. The personal 
computer 20 further includes a hard disk drive 27, a mag- 
netic disk drive 28, e.g., to read from or write to a removable 
disk 29, and an optical disk drive 30, e.g., for reading a 
CD-ROM disk 31 or to read from or write to other optical 

55 media. The hard disk drive 27, magnetic disk drive 28, and 
optical disk drive 30 are connected to the system bus 23 by 
a hard disk drive interface 32, a magnetic disk drive inter- 
face 33, and an optical drive interface 34, respectively. The 
drives and their associated computer-readable media provide 

60 nonvolatile storage for the personal computer 20. Although 
the description of computer-readable media above refers to 
a hard disk, a removable magnetic disk and a CD-ROM disk, 
it should be appreciated by those skilled in the art that other 
types of media which are readable by a computer, such as 

65 magnetic cassettes, flash memory cards, digital video disks, 
Bernoulli cartridges, and the like, may also be used in the 
exemplary operating environment. 
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A number of program modules may be stored in the drives 
and RAM 25, including an operating system 35, one or more 
program modules 36, other program modules 37, and pro- 
gram data 38. A user may enter commands and information 
into the personal computer 20 through a keyboard 40 and 
pointing device, such as a mouse 42. Other input devices 
(not shown) may include a microphone, joystick, game pad, 
satellite dish, scanner, or the like. These and other input 
devices are often connected to the processing unit 21 
through a serial port interface 46 that is coupled to the 
system bus, but may be connected by other interfaces, such 
as a game port or a universal serial bus (USB). A monitor 47 
or other type of display device is also connected to the 
system bus 23 via an interface, such as a video adapter 48. 
In addition to the monitor, personal computers typically 
include other peripheral output devices (not shown), such as 
speakers or printers. 

The personal computer 20 may operate in a to networked 
environment using logical connections to one or more 
remote computers, such as a remote computer 49. The 
remote computer 49 may be a server, a router, a peer device 
or other common network node, and typically includes many 
or all of the elements described relative to the personal 
computer 20, although only a memory storage device 50 has 
been illustrated in FIG. 1. The logical connections depicted 
in FIG. 1 include a local area network (LAN) 51 and a wide 
area network (WAN) 52. Such networking environments are 
commonplace in offices, enterprise-wide computer 
networks, intranets and the Internet, which is illustrated in 
FIG. 2. 

When used in a LAN networking environment, the per- 
sonal computer 20 is connected to the LAN 51 through a 
network interface 53. When used in a WAN networking 
environment, the personal computer 20 typically includes a 
modem 54 or other means for establishing communications 
over the WAN 52, such as the Internet. The modem 54, 
which may be internal or external, is connected to the system 
bus 23 via the serial port interface 46. In a networked 
environment, program modules depicted relative to the 
personal computer 20, or portions thereof, may be stored in 
the remote memory storage device. It will be appreciated 
that the network connections shown are exemplary and other 
means of establishing a communications link between the 
computers may be used. 

As will be discussed in detail below, an exemplary 
embodiment of the present invention provides for the down- 
loading of rented software program modules from a remote 
server via the Internet. The Internet has in recent years 
become a mainstream commercial communication resource. 
E-mail and remote access to computer servers are currently 
widely used tools for reaching customers. 

The participants in the Internet are a wide variety o f 
mach ines, or ganizations, and individuals, all able to com- 
municate andshare information. Physically, the Internet is 
a n interconnected collection oi thousands ot compu ter 
networks, tens ol thousands of computers, and tens of 
m iUiuus »f individual smlom oper ' aled by enfl TIsersTT he 
user ol me preferred empoaiment ot the present invention is 
p referably suco an end-user, as is well known to tho se 
s killed in the art, to access an internet site, an end user need 
only transmit the site's universal resource locator (URL) 
cr eated m accordance with the standardized Domain Nam e 
System (DNS). ' * 

FIG. 2 is a functional block diagram of the Internet 60, a 
distributed computing network that provides a portion of the 
operating environment for the preferred embodiment of the 
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present invention. The Internet 60 includes a plurality of 
backbone networks 65a through 65n. These backbone net- 
works form an international grid of high-speed, high- 
capacity data communication lines interconnecting a num- 

5 ber of massive computers that serve as large-scale 
processing points or nodes. The backbone networks 65 are 
interconnected with each other through a plurality of net- 
work access points 70a through 7 On. These network access 
points are interfaces through which information is commu- 

10 nicated from one backbone network to another. The con- 
figuration and operation of the Internet backbone is well 
known to those skilled in the art and will not be further 
described herein. 
The Internet 60 includes a plurality of Internet sites 75a 

15 through 75n. These Internet sites are generally operated by 
corporations, universities, and governmental organizations. 
Each Internet site may include one or more repositories of 
information and resources that may be accessed over the 
Internet. Each Internet site, as represented by the Internet 

20 site 75a, may include a plurality of web servers 80a through 
80/i. Each of these web servers may provide "home pages" 
to be visited, files to be read or downloaded, applications to 
be shared, and the like. 

The Internet 60 also includes a plurality of points of 

25 presence 85a through 85« that are operated by local access 
providers. These local access providers are in the business of 
providing Internet access to end user stations. In the pre- 
ferred embodiment of the present invention, the personal 
computer 20, shown in FIG. 1, is an end-user station. As 

30 shown in FIG. 2, the point of presence 85a provides Internet 
access to the personal computer 20 (end user station) and 
other end user stations 88a through 88/i, the point of 
presence 85b provides Internet access to end user stations 
88a' through 88/z', etc. All together, the points of presence 85 

35 can provide Internet access to numerous end-user stations 
88. Each point of presence 85, and each end user 88, may, 
but need not, provide home pages for access by others on the 
Internet 60. 

40 Description of an Exemplary Embodiment 

As briefly discussed above, the present invention allows 
a software program module rental service provider to moni- 
tor use of rented software program modules downloaded 

45 onto a user's computer from a memory storage device, such 
as a remote server 80a (FIG. 2) via the Internet. As is well 
known to those skilled in the art, software program modules 
may include a variety of programs, such as software 
applications, operating system modules, Internet browsers, 

50 utilities programs, etc. In an exemplary embodiment, the 
present invention is used to monitor the use of program 
modules downloaded to a user's computer over the Internet, 
from a remote server operated by the rental service provider. 
Referring nnw tn FfG. 2. a user desiring to rent a 

55 particular program module, logs onto the Intemet f as di s- 
c ussed above, and accesses the Internet site 75a of th e 
software rental service pr ovider. The user then locates the 
rental server &Ua at tne internet site 7 5a. the use r completes 
a"rental form provided on me serveTfoOa and re quests use of 

so a particular program for a specified period otlime Tl fshould 
be understood that the lorrn can _also require payment 
information, SUCh as a cre dit card mimher nr an accnnnt 

number if the user has an establis hed account with the rental 
service provider. \ 
65 Program modules may be rented on a predetermined 
interval basis (e.g., hourly) and charged depending upon the 
length of time the user has the software checked out. 
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Alternatively, the user may be charged on an hourly usage 
rate basis where the user is charged when the program 
module is actually running. Alternatively, a usage count rate 
may be used where the user rents the program module for a 
fixed number of uses. For example, the user may pay for ten 
uses of a particular program module where a single use is 
consumed each time the program module is run on the user's 
computer. It should be understood that under the latter 
scheme, a maximum run time will be prescribed for each use 
to prevent the user from running the program module 
indefinitely under a single use. Alternatively, a system of 
version rental may be employed where the user will be 
charged for use of a specified version of the rented program 
module. Once a new version of the program module is 
released, the old version rented by the user will no longer run 
on the user's computer. 

FIG. 3 is a simplified block diagram illustrating the 
downloading of software program modules embodying an 
exemplary embodiment of the present invention from a 
remote server to a user's computer 20 via the Internet 60. 
Generally, as illustrated in FIG. 3, program modules avail- 
able for rental are registered with a central registration site, 
such as a Software Registry 95. In the exemplary embodi- 
ment illustrated in FIG. 3, the Software Registry 95 is 
maintained on the program module rental server 88a. It 
should be understood that the Software Registry 95 may be 
maintained at a different location or remote server separate 
from the program module rental server 88a. It should also be 
understood that a variety of software program module 
owners or developers may register their program modules on 
the Software Registry 95 for rental to prospective users by 
the rental service provider. It should further be understood 
that any number of rental service providers may be autho- 
rized to rent a particular software program module which is 
registered with the Software Registry 95. Preferably, each 
rental service provider will rent that particular program 
module from their respective Internet servers. 

After the rental form is completed by the user, the rental 
service provider issues from the rental server 80a an 
"instance of a Check-in/Check-out (CICO) module 120 cor- 
responding to the particular program module 100 requested 
by the user. As is discussed in detail below, the CICO 
module 120 contains required licensing information for the 
program module requested by the user. 

The program module 100 and the corresponding CICO 
module 120 are downloaded from the server 80a (in no 
particular order) to the user's computer 20 over the Internet 
60, illustrated in FIG. 3, in a manner well known to those 
skilled in the art Both modules are typically stored on the 
user's hard disk drive, or some other form of non-volatile 
memory storage device. As is well known to those skilled in 
the art, one or both of the modules (program module 100 and 
CICO module 120) can be compressed to expedite the 
downloading process. That is, the program module 100 may, 
if desired, be appended to the CICO module 120 to form one 
module. That one module may be downloaded to the user's 
computer 20, as described above. 

Once the program module 100 and the CICO module 120 
are downloaded onto the user's computer 20, the CICO 
module 120 provides the licensing information to a Software 
Monitor module 140 that is resident on the user's computer 
20. In the case of a single module combining the CICO 
module 120 and the program module 100, the CICO module 
120 will run first to provide the required licensing informa- 
tion to the Software Monitor module 140. As is discussed in 
detail below, the Software -Monitor module is a software 
application that monitors and ensures that use of the rented 
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program module 100 by the user is in accordance with the 
licensing information provided by the CICO module 120. 
The operation and interaction of the processes and software 
program modules embodying the present invention dis- 

5 cussed above will now be discussed in detail. 

Referring now to FIGS. 2 and 3, as discussed above, 
before a particular program module 100 may be rented, that 
program module 100 must be registered on a Software 
Registry 95, which is a central registration site which may 

10 be maintained on the rental service provider's server 88a or 
separately from the rental service provider's server 88a. In 
response to registration on the Software Registry, the Soft- 
ware Registry assigns the program module 100 a unique 
identification number (APPID). For example, Microsoft 
"Word," version 8.0, would receive an APPID. I f the pro - 

15 gram module 100 alread y has an assigned APPID, th e 
So ftware Registry ^5 will register this pre-assigned AP PID, 
whicn i s typically provided by the manufacturer pr The 
pr ogram module XUU. For example, the APPID can be~ a 
" (jlobal Unique Identifie r c ode (GUlbt assigned to 

20 s elected pro gram mnfinip. titles hy software manufacturer s. 
The CICO module 120 is a software program modu le 
re sponsible for providing licensing information for th e 
r ented program module 100 to the Software Monitor modul e 
140 /discussed helow^ resident on the us er's computer 2 0. 

25 T he licensing information contained by the CICO modu le 
120 include s the APPID and the licensed penod ot time oyer 
wgfcnThe program module 100 may by used. The CIC O 
mo dule 120 is a tool that will encode th is information on the 
user's cnmpntRr 2(1 sn that t hr. Softwa re Monitor module 140 

30 c an be made aware of the user's permission to use th e 
program module 100, as well as the time period over which 
use ot the program module 100 is allowed. It should be 
un derstood that a CICO module 120 is download ed each 
ti me a program module is rented or renewed . 

35 The CICO module 120 must be run on the user's com- 
puter 20 prior to running the rented program module 100 on 
the user's computer 20. In the preferred embodiment, the 
CICO module 120 is downloaded from the rental server 88a 
via the Internet, as described above. The CICO module 120 

40 is preferably implemented as a dynamic-link library module 
(DLL) or as an Active X/OLE module (OCX). These types 
of modules are well known to those skilled in the art as 
modules that serve a specific function or set of functions 
which may be launched only when needed by a program that 

45 calls them. Preferably, the CICO module 120 is launched 
upon being downloaded to the user's computer 20. The 
mechanism for downloading and launching the CICO mod- 
ule 120 from the Internet is well known to those skilled in 
the art. 

50 Because the CICO module 120 is a software application 
itself, it must be made secure from unauthorized copying or 
tampering before it can assist in securing the rented program 
module. Each CICO module has a CICO module identifi- 
cation number (CID). The CID preferably has two parts 

55 separated by a As is discussed in detail below, the first 
part of the CID is a unique identification number generated 
and encode into the CICO module by the Software Monitor 
module 140, and the second part is the identification number 
unique to the user's computer 20. The Software Monitor 

60 module 140 verifies the CICO module 120 has not been used 
before and then issues a randomly generated unique CID to 
the CICO module 120. After the CICO module 120 provides 
the Software Monitor module 140 with the licensing infor- 
mation for the rented program module 100, the CICO 

65 module 120 is deleted by the Software Monitor module 140 
to prevent any unauthorized copying of the CICO module 

120. 
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Upon downloading the program module 100 and the the simultaneous operation of the Software Monitor 140. 

CICO module 120 onto the user's computer 20, the program Because the program module 100 will not run without the 

module 100 will load the Software Monitor module 140 simultaneous running of the SM 140, any unauthorized copy 

(SM) for operation. As should be understood from the of the program module 100 launched on a different computer 

foregoing discussion, the SM 140 is a software program 5 will be rendered useless because the SM 140 will recognize 

module or module that verifies the user's license to use the that the computer identifier for the different computer does 

rented program module and tracks use of the rented program not match the computer identifier stored as a part of the 

module by the user. Referring to FIG. 3, the SM 140 may be unique CID, described above. Accordingly, the SM 140 will 

downloaded from the rental server 80a to the user's com- not allow the unauthorized copy of the program module 100 

puter 20 at the time the program module 100 and the CICO 10 to run. 
module 120 are downloaded. Alternatively, the SM 140 may 

be resident on the user's computer 20 as part of software Operation of an Exemplary Embodiment 

provided to the user on the computer's hard disk drive. ^ preferfed method of ^ implementation md opera _ 

The SM 140 must run constantly on the user's computer ti on of ^ present invention will now be discussed with 

20 during use of the rented program module 100 to prevent 15 reference t0 nGS . 4> 5(a) md s( py M above, in 

unauthorized use of the rented program module 100. As with m exemplary embodiment of the present invention, a user 

the CICO module 120, the SM 140 may be implemented as desiring to rent a particular program module logs onto the 

either a system DLL or an ActiveX control module. Once the internet and locates the rental service provider's server 80a 

CICO module 120 has been downloaded and secured by the at the Inter net site 75a (FIG. 2). After completing the 

SM 140, as discussed above, the CICO module 120 transfers 20 required rental fora]) the ^ downloads tne desired pro- 

to the SM 140 the license information for the rented program gram module 100 CIC0 module ^o, and the Software 

module. The data is transferred as bytes to the SM 140 in a Monitor (SM) 140 to the hard ^ ^ of ^ or her 

manner well known to those skilled in the art. The SM 140 computer 20. At this point the CICO module will contain a 

is responsible for interpreting and using the information. The default CID> sucn ^ "11111-11111" which will indicate to 

task of the CICO module 120 is completed as soon as the 25 ^ SM 14<) ^ ^ CICQ mQdule ^ nQt beeQ previously 

information is transferred. uscd C}CQ module 120 w iu ^ contam me APPID for 

The SM 140 tracks the time of use of the program module the rented program module 100 and licensing information 

100 without the use of the computer's system clock because for the program module 100. It should be understood this 

the computer's system clock may be easily changed by the information is inserted into the CICO module 120 by 

user. The SM 140 utilizes an internal timer to track the actual 30 software resident at the rental service provider's server 88a. 

elapsed time of use of the program module 100. The Referring now to FIGS. 4 and 5(a), at step 500, the CICO 

standard approach to calculating the time of use is to subtract module U0 ca lls the SM 140 and offers the APPID to the 

the start time, i.e., the time the program module 100 is SM 140 At step 510 the SM 140 stores ^ ^in 

launched from the end time, i.e., the time the program its data base and responds to the CICO module 120 by 

module 100 is exited. requesting the CID from the CICO module 120. At step 520, 

To further prevent the user from manipulating the system, the CICO module 120 returns a two-part CID to the SM 140 

the SM 140 may hook into the system clock of the computer which is typically comprised of an identifier for the CICO 

20 via the operating system, which offers system time and module 120 and a computer ID. On the first use of the CICO 

system date, to be notified each time the system clock is ^ module 120, the value will represent a default value, such as 

changed. Consequently, all changes to the system clock will "11111-11111/' as described above. This default value is 

be recorded and accounted for by the SM 140. maintained as part of the database of the CICO module 120. 

Alternatively, the SM 140 may track the number of uses At decis ion step 530, in response to receipt of the CID 

of the program module 100 if the program module is rented fr om the LlLO WUllllle 120. the SM 14U checks its d atabase 

for a specified licensed number of uses. The SM 140 may 45 to determine if it has previously received this same CID. If 

track the number of uses of the program module 100 by t he present CJD matches a CID currently stored irTtnTSM 

setting an internal counter, similar to the above-described j fo database ^tb^MJjajgJlg^gJ^ YES'' bran chltstep 

internal timer, when the program module 100 is first used. 530 to step 535 and returns aninvalid messaReTolnTCICO • 

Upon each subsequent licensed use, the counter will add one module 120. An invalid message is ret urned here because th e f #J 0 \ 

count. The SM 140 will compare the total count to the 50 presence of the presenrCliTm the SM 140 dataDaselnm - U ^ 

licensed number of uses each time the user attempts to cates this CID has already been used on this computcr20 

launch the program module 100. After the licensed number and that the user is attempting to re-use aTelgu^progra m 

of uses is expended the SM 140 will prevent subsequent module 100. A ccordingly, the SM 140 will not permit the 

operation of the program module 100. CICO module 120 to insert license information into the SM 

For subsequent use of the program module 100, the SM 55 140 database. It should be understood that this previously 

140 can remember that it deleted the CICO module 120 used CID is maintained only for subsequent operations, such 

during the first use of the program module 100, and the SM as verification that the user paid for the use of this program 

140 will not check for the CICO module 120 on the second module 100. For example, if the CICO module 120 was 

(and future uses) of the program module 100 while time corrupted on download, the user may get another copy of the 

remains for use of the program module 100. For subsequent 50 CICO module 120 without paying again, 

rental of the program module 100, there is no need to Alternatively, if the CID is not the default CID (Le., 

download the program module 100 again. However, there is 11111-11111), and the CID is not found in the SM 140 

a need to download the CICO module 120 again from the database, the SM 140 assumes .that this CICO module 120 

rental service provider's server each time the program has been illegally copied and is already expended. Again, the 

module 100 is subsequently rented. 6 5 SM 140 will not permit the CICO to insert license informa- 

Unauthorized copying of the program module 100 is tion into the SM 140 database even though the CID was not 

prevented by rendering the program module useless without found in the database. 
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If the present QD is the default CID (which indicates this program module 100, the method follows the "NO" branch 

CI CO module 120 has not been previously used), and if the to step 640, and the program module 100 will generate an 

present CID does not match any CID found in the SM 140 error message to the user corresponding to illegal usage of 

database, the method follows the "NO" branch to step 540, the program module 100. If, at step 650, usage time does 

and the SM 140 returns to the CICO module 120 a value 5 remain for the rented program module 100, the method 

comprised of a unique identifier for this CICO module 120 follows the "YES" branch through step 660. 

and the actual system identifier for the user's computer 20. Referring now to FIGS. 4 and 5(b), at step 660, the SM 

The unique identifier for the CICO module 120 is gener- 140 returns a valid message to the program module 100 to 

ated by the SM 140 via a random number generator. The verify that use of the program module 100 is authorized, 

random number generator utilized by the SM 140 uses a At step 670, the SM 140 deletes the CICO module 120 at 

random number generation scheme based on parameters its known physical location. This prevents reuse of the CICO 

available such as the date, time and computer system ID. module 120. For example, deletion of the CICO module 120 

The SM 140 maintains a copy of this value within its prevents the user from making an unauthorized copy of the 

database for future use as required. As discussed above, the CICO module 120. If the CICO module 120 is transferred to 

SM 140 can hook into the system clock of the user's a different computer, the computer ID will be double 

computer 20 to obtain time and date parameters, typically 15 checked during the SM's generation of a unique CID, 

via the operating system. The SM 140 can obtain the illustrated at step 540. Thus, the CICO module 120 will be 

computer identifier from the computer's BIOS or via a prevented from running on the new machine because the SM 

peripheral device having an identifier, such as a network will determine that the CICO module 120 has already been 

adapter identifier. used by a different computer 20. 

Referring still to FIGS. 4 and 5(a), at step 550, in response 20 At step 680, and simultaneous with the user's execution 

to the unique CID generated by the SM 140, the CICO of the program module 100 below, the SM 140 starts its 

module 120 stores the unique CID and passes its physical internal timer to track the time of usage of the program 

location to the SM 140. As is well known to those skilled in module 100. The SM 140 preferably also hooks into the 

the art, the physical location of the CICO is typically its system clock of the user's computer 20, typically by use of 

directory location, such as C:\CICO, on the hard disk drive 25 an event handler, to detect whether the user tampers with the 

of the user's computer 20. It should be understood that the time and/or date of the system clock of the computer 20. At 

CID may be stored at the same location as the program step 685, the user begins running the program module 100. 

module 100 (e.g., C:\program module) or at the windows At decision step 690, the program module 100 queries the 

system directory in ActiveX/OLE type systems. SM 140 to determine whether licensed usage time remains. 

At^step 560, the CIPO module 120 transfers licens e 3Q The program module 100 may query the SM 140 on a 

information for the rented program module 100 to the SM regular or irregular basis. Alternatively, the SM 140 may 

1 40. As is discussed above, the license information for th e simply notify the program module 100 when the licensed 

rented program module 100 inciuaes me AtTli) iolHfoe time of use has expired without receiving a query from the 

r ented program module 1UU and the prescribed pegqcLo f program module 100. In either situation, the SM 140 may, 

ji me_jiyet which the rented program module lOU ma'yT e if desired, notify the program module and the user that some 

used. At step 570, the SiM 14u stores me ucense informati on 35 set amount of time, e.g. five minutes, remains. It should be 

Jnj fc . rnrorirr1 rhtirns s— I ~ — understood that the program module 100 and the Software 

At step 580, the rented program module 100 is launched Module 140 may communicate with each other according to 

on the user's computer. At step 590, the program module 100 well known ActiveX/OLE protocols. In response to the 

queries the SM 140 for authorization to run on the user's query from the program module 100, the SM 140 compares 

computer 20. If the SM 140 has not been loaded, the method 40 the elapsed time recorded by its internal timer at the time of 

follows the "NO" branch to step 600 and the program the query, with the licensed time of use stored in its database, 

module 100 determines the SM 140 is inactive and generates If usage time remains, the method follows the "YES" 

an error message to the user indicating an error state. As branch, at step 690, and allows the user to continue use of 

should be understood the error state may include a variety of the program module 100. If the licensed usage time has 

reasons why the Software Monitor module is inactive. It 45 expired, the method follows the "NO" branch to step 700, 

should be understood from the foregoing discussion that the and use of the program module 100 is terminated. If desired, 

program module 100 cannot run unless the SM 140 is a termination message may be sent to the user prior to 

operational and has received the required licensing infor- termination of use of the program module 100. 

mation from the CICO module 120. If the SM 140 has been It should be understood that the SM 140 will maintain an 

loaded on the user's computer 20, the method follows the 50 encrypted" database in which it will store the APPID, the 

"YES" branch to step 610 and the program module 100 CID, and the usage time remaining. Therefore, if the user 

passes its APPID to the SM 140 and requests license terminates use of the program module 100 while licensed 

information from the SM 140. usage time remains, the SM 140 will allow subsequent use 

At decision step 630, the Software Monitor 140 checks its of the program module 100 until the licensed usage time is 

database to determine whether the APPID passed by the 55 expended. Accordingly, if the user launches the program 

program module 100 is present. It should be understood that module 100 for subsequent use, it is not necessary to 

the APPID will be present in the SM 140 database if the download another CICO module from the rental service 

CICO module 120 transferred that information to the SM provider's server. Although the SM 140 deleted the CICO 

140 at step 560. If the APPID is not present in the SM 140 module 120 during the first use of the program module 100, 

database, the method follows the "NO" branch to step 640, as discussed above, the APPID, the CID, and the remaining 

and the program module 100 will present an error message 60 usage time maintained in the SM 140 encrypted database 

to the user corresponding to illegal usage of the program allow the SM 140 to allow the program module 100 to run 

module 100. If the SM 140 finds the appropriate APPID in until the remaining usage time is expended. Accordingly, the 

its database, the method follows the "YES" branch to SM 140 will allow subsequent use of the program module 

decision step 650. 100 untO usage time is extended without the need for 

At decision step 650, the SM 140 checks its database to 65 downloading a new CICO module, 

determine whether usage time remains for the rented pro- After the licensed usage time has been expended, the user 

gram module 100. If no usage time remains for the rented may re-rent the program module 100 for subsequent use. For 
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subsequent rental of the program module 100 by the user, 
there is no need to download the program module 100 from 
the rental service provider's server, but a new CICO module 
must be downloaded from the real service provider's server 
for such subsequent rentals of the program module 100. 5 

Advantageously, the present invention provides a method 
and system for monitoring the use of a rented software 
program module. While this invention has been described in 
detail with particular reference to exemplary embodiments 
thereof, it will be understood the variations and modifica- 
tions can be affected within the spirit and scope of the 
invention as described herein and as defined in the appended 
claims. 

What is claimed is: 

1. A method for monitoring the use of a computer 
program, comprising the steps of: 15 

launching a check-in/check-out (CICO) module, said 
CICO module for providing licensing information for 
said computer program to a Software Monitor module; 

after launching said CICO module, launching said com- 
puter program; 20 

launching said Software Monitor module, said Software 
Monitor module for monitoring use of said computer 
program; 

causing said CICO module to provide said licensing ^ 
information for said computer program to said Soft- 
ware Monitor module; 

in response to said licensing information provided by said 
CICO module, causing said Software Monitor module 
to authorize use of said computer program; and 30 

causing said Software Monitor module to delete said 
CICO module after said Software Monitor module 
receives said licensing information from said CICO 
module. 

2. The method recited in claim 1, further comprising the 35 
step of causing said Software Monitor module to store sad 
licensing information. 

3. The method recited in claim 1, wherein said step of 
launching said CICO module, comprises securing said 
CICO module from unauthorized use. ^ 

4. The method recited in claim 3, wherein said step of 
securing said CICO module from unauthorized use, com- 
prises the steps of: 

causing said Software Monitor module to generate a 
unique identification for said CICO module; 4S 

causing said Software Monitor module to encode said 
CICO module with said unique identification; 

causing said Software Monitor module to store said 
unique CICO module identification; and 

after a first use of said CICO module, preventing subse- 50 
quent use of said CICO module by causing said Soft- 
ware Monitor to check whether said unique identifica- 
tion for said CICO module has been previously used. 

5. The method recited in claim 4, prior to said step of 
causing said Software Monitor module to generate a unique 55 
identification for said CICO module, further comprising the 
steps of; 

causing said CICO module to send an identification for 
said computer program to said Software Monitor mod- 

ule ; 60 
causing said Software Monitor module to store said 

identification for said computer program in a database 

maintained by said Software Monitor module; 
causing said Software Monitor module to request a QCO 

module identification (CID) from said CICO module; 55 
in response to said request, causing said QCO module to 

send a CID to said Software Monitor module; 
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in response to receipt of said CID, causing said Software 
Monitor module to perform a database lookup for a 
previously stored CID matching said CID received 
from said CICO module; and 

if said Software Monitor module finds a previously stored 
CID matching said CID received from said CICO 
module, causing said Software Monitor module to send 
an invalid message to said CICO module. 

6. A computer- readable m edium on which is stored a 
Software" Mom tor module mr WolllimlliK the Ui^~oT~a 
c omputer program, said Software Monitor module compr is- 
ingjnstDicripns whir.h J whp. p executed by a computer, per- 
form trr ff tr pfi if* — 

receiving identification information for said compute r 
r r g£ram ^rr a rhr,r;k- in/ch , eck-out (CICO) mo dule; 

verifying said CICO module has not been previously 
used; 

receiving licensing information from said CICO module 
for said computer program; 

ve rifying license to use said computer progr am; 

i s^irteg""a~ir authorisation messag e to said computer p ro- 
g ram to authorize use of said j^ puter^Qgram; and 

tracking the use of said computer program . 

7. The computer-readable medium recited in claim 6, 
wherein said step of tracking the use of said computer 
program comprises preventing unauthorized copying of said 
computer program. 

8. The computer-readable medium recited in claim 6, 
wherein said step of tracking the use of said computer 
program comprises preventing use of said computer pro- 
gram after the expiration of a licensed time of use. 

9. The computer-readable medium recited in claim 6, 
wherein said step of tracking the use of said computer 
program comprises preventing use of said computer pro- 
gram after a licensed number of uses has been expended. 

10. A system for monitoring the use of a computer 
program, comprising: 

a Software Monitor module; 

a Check-in/Check out (CICO) module operative 

to transfer identification information for said computer 

program to said Software Monitor module, and 
to transfer licensing information for said computer 
program to said Software Monitor module; 
said Software Monitor module being operative 

to receive said identification information from said 

CICO module, 
to receive said licensing information from said CICO 
module, 

to verify license to use said computer program during 

a licensed time of use, 
to issue an authorization message to said computer 

program, and 

to track the use of said computer program during said 
licensed time of use. 

11. Hie system recited in claim 10, wherein said Software 
Monitor module is further operative 

to determine whether said CICO module previously has 

been used, and 
to delete said CICO module after receiving said licensing 

information from said CICO module. 

12. The system recited in claim 10, wherein said Software 
Monitor module is further operative 

to prevent said computer program from running longer 
than said licensed time of use, and 

to prevent unauthorized copying of said computer pro- 
gram. 
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13. A method for monitoring the use of a computer 
program rented via the Internet, comprising the steps of: 

registering said computer program on a software registry, 

said software registry located on a remote server; 
downloading said computer program from said remote 

server to a local computing device via the Internet; 
downloading a check-in/check-out (CICO) module from 

said remote server to said local computing device via 

said Internet; 

downloading a Software Monitor module from said 
remote server to said local computing device via said 
Internet; 

causing said Software Monitor module to receive identi- 
fication information for said computer program from 
said CICO module; 

causing said Software Monitor module to verify said 
CICO module has not been previously used; 

causing said Software Monitor module to receive licens- 
ing information from said CICO module for said com- 
puter program; 

causing said Software Monitor module to verify license to 
use said computer program during a licensed time of 
use; 

causing said Software Monitor module to issue an autho- 
rization message to said computer program to authorize 
use of said computer program; and 

causing said Software Monitor module to track the use of 
said computer program during said licensed time of 
use. 

14. A method for monitoring the licensed use of a com- 
puter program, comprising the steps of: 

receiving licensing information for said computer pro- 
gram from a check-in/check-out (CICO) module; 

in response to said licensing information, causing a Soft- 
ware Monitor module to verify said licensed use of said 
computer program; 

causing said Software Monitor module to issue an autho- 
rization message to said computer program to authorize 
use of said computer program; 

causing said Software Monitor module to delete said 
CICO module to prevent subsequent use of said CICO 
module; and 

causing said Software Monitor module to track the use of 
said computer program during said licensed use of said 
computer program. 

15. The method recited in claim 14, further comprising the 
step of causing said Software Monitor module to send a 
termination message to said computer program to terminate 
use of said computer program. 

16. The method recited in claim 15, further comprising the 
step of terminating the use of said computer program after 
the elapse of said licensed use. 

17. The method recited in claim 14, wherein said step of 
causing a Software Monitor module to verify said licensed 
use of said computer program comprises the steps of: 

causing said computer program to determine whether said 
Software Monitor module is active; 

if said computer program determines said Software Moni- 
tor module is active, causing said computer program to 
send identification information about said computer 
program to said Software Monitor module; and 

in response to receipt of said identification information 
about said computer program, causig sad Software 
Monitor module to determine whether said computer 
program is licensed for use. 
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18. The method recited in claim 17, wherein said step of 
causing said computer program to determine whether said 
Software Monitor module is active, further comprises: 

if said computer program determines said Software Moni- 
5 tor module is not active, causing said computer pro- 
gram to issue an error message to indicate an error 
condition. 

19. The method recited in claim 17, wherein said step of 
causing said Software Monitor module to determine whether 

10 said computer program is licensed for use, comprises: 

causing said Software Monitor module to compare said 
identification information about said computer program 
sent by said computer program with identification 
information about said computer program maintained 

15 by said Software Monitor module; and 

in response to said comparison, causing said Software 
Monitor module to determine whether said identifica- 
tion information about said computer program sent by 
said computer program matches said identification 

20 information about said computer program maintained 
by said Software Monitor module. 

20. The method recited in claim 14, wherein said step of 
causing said Software Monitor module to track the use of 
said computer program during said licensed use of said 

25 computer program comprises the steps of: 

causing said Software Monitor module to start a timer to 
record an elapsed time of use of said computer pro- 
gram; 

querying said Software Monitor module as to whether a 
30 licensed time of use has expired; and 

in response to said query, causing said Software Monitor 

module to determine whether said licensed time of use 

has expired. 

21. The method recited in claim 20, wherein said step of 
35 causing said Software Monitor module to determine whether 

said licensed time of use has expired, comprises the steps of: 
reading said elapsed time of use recorded by said timer; 
and 

comparing said elapsed time of use with said licensed 
40 time of use. 

22. The method recited in claim 14, wherein said step of 
causing said Software Monitor module to track the use of 
said computer program during said licensed use of said 
computer program comprises the steps of: 

45 causing said Software Monitor module to start a counter 
to record a total number of uses of said computer 
program; 

querying said Software Monitor module as to whether a 
licensed number of uses has been expended; and 
50 in response to said query, causing said Software Monitor 
module to determine whether said licensed number of 
uses has been expended. 

23. The method recited in claim 22, wherein said step of 
causing said Software Monitor module to determine whether 

55 said licensed number of uses has been expended, comprises 
the steps of: 

reading said total number of uses recorded by said 
counter; and 

comparing said total number of uses with said licensed 
60 number of uses. 

24. The method recited in claim 14, wherein said step of 
causing said Software Monitor module to track the use of 
said computer program during said licensed use of said 
computer program comprises the step of preventing unau- 

65 thorized copying of said computer program. 

* * * * * 



12/17/2003, EAST Version: 1.4.1 



